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Dimensions

F

Threaded Stainless Steel Inserts:
  English Inserts (-1):  (8)  1/4-20 x B inch deep TYP

  Metric Inserts (-2):  (8)  M6 thd. x B mm deep TYP

.281 (7,1) Dia.Thru Holes,
C' Bored Opposite Side

.438 (11,1)  x  I  Deep

.190
(4,83) 

(4) Holes on 2.625 (66,68) Bolt Circle Dia.
	  English Mount (M02):  #10-24 thd.
	  Metric Mount (M03):  M6 thd.

inches
(mm) 

.750
(19,05)

NEMA 23 Motor Mount:

For optional coupling info see page L-8

Model
Number lbs

(kg)

inches
(mm)

C

inches
(mm)

Mounting  Dimensions

11.0
(5,0)

306xxx-1-S

A

Table  Dimensions

0.375
(9,5)

B

2.500
(63,5)

2.930
(74,4)

Table 
Weight

12.0
(5,4)

308xxx-1-S 0.500
(12,7)

2.500
(63,5)

3.055
(77,6)

6.000
(152,4)

8.000
(203,2)

33.0
(15,0)

310xxx-1-S 0.750
(19,0)

2.650
(67,3)

3.455
(87,8)

10.000
(254,0)

Dimensions  &  Specifications

36.0
(16,3)

312xxx-1-S 0.750
(19,0)

2.650
(67,3)

3.455
(87,8)

12.000
(304,8)

o

D

(1) The 8 inch (203, 2 mm), and 12 inch (304,8 mm), diameter table tops will extend outside the H body envelope.

.500
(12,70) 

(2)

(2) These dimensions valid for the 6 inch (152,4 mm), and 8 inch (203, 2) table top diameters only. 

(2)
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lbs
(kg)

1.1
(0,5)

Table Top
Weight

2.5
(1,2)

5.7
(2,6)

7.2
(3,3)

H

5.000
(127,0)

6.000
(152,4)

8.000
(203,2)

10.000
(254,0)

4.000
(101,6)

4.000
(101,6)

6.000
(152,4)

8.000
(203,2)

2.500
(63,5)

2.500
(63,5)

4.500
(114,3)

4.500
(114,3)

6.000
(152,4)

6.000
(152,4)

10.000
(254,0)

10.000
(254,0)

I

2.000
(50,8)

2.000
(50,8)

0.250
(6,3)

0.250
(6,3)

xxx = 045;   45 to 1 gear ratio

xxx = 090;   90 to 1 gear ratio

xxx = 180;   180 to 1 gear ratio

Technical  Reference - Rotary Tables - 300  Series

(3) Dimension includes a 0.055 inch (1,4 mm) gap between the rotating table top and the table base. 

(3)

Cap plug shown:
Optional home switch connector location
(see page L-10)

Worm gear pre-load adjustment screw:
(Should NOT be field adjusted - contact factory)

.500
(12,70) 

.500
(12,70) 

2.042
(51,87) 

1.190
(30,23)

1.00 (25,40) Thru Dia.

1.502 (38,15) Pilot Dia. TYP, 0.075" (1,91) DEEP


